Serial No.-_4 8 2 4 6

APPLICATION FOR PERMISSION TO CHANGE POINT OF DIVERSION, MANNER
OF USE AND PLACE OF USE OF THE PUBLIC WATERS OF THE
STATE OF NEVADA HERETOFORE APPROPRIATED

JUL
Date of filing in State Engineer’s Office 57 1984 ......

Returned to applicant for correction

Corrected application filed Map ﬁ],dJUL 21 1384 ynder 48245

The applicant.1NOMas A, Abdoo and John S. Shahin

P.0. Box 1897 of... Minden
Street and No. or P.0. Box No, City or Town
Nevada 89423 . hereby make.... application for permission to change the

State and Zip Code No,
Point of Diversion and Place of Use of a portion

of water heretofore appropriated under......Permit #3101

7. Proposed place of use Within the S}SE%, SELSW4 Section.l2: EMNERMW:. SERNWL: Section 13:
NEli 14“ SW%NE%,NW%NW%, Slé Desciibe by legal subdivisions. If for irrigation state number of acres to be irrigatede;&, N%SW;&,
SE%SW, SE%SEY: Section 14; NWa, EMNEL. SWYNEk. EiSWi. SE% Section. 23;. SWuNW%, NWy
SW4, S%SE% Section 26; SLNEY Section 275 NE%NWS, WSNE%, NW4SEL Section 35; T.13N.,
R.20E., M.D.B. & M, ...25_shown_on_the supporting map.

8. Existingsplace of use. E%SWa. SWLSE% Section. 12:. NaNWh Section. 13: W, N:NE%. SWEHNEL..

51/23 Elﬁ ection Describe by legal subdivisions. I permit is for Irrigation, state number of acres irrigated. I changing place of use and/or

14; all of Section 23; SEL Section 22: Eisbisa NWSNEX% Section. 27: Was, S%SEL Section

manner of use of Irrigation permit, describe acreage to be removed from irrig‘ation.zs; E%N Elﬁ Se Ct'l on 34; Wl/;2 . Wl/aE;2

Section 35; T.13N.. R.20E.. M.D.B. &M...as.shown.on the supporting wap. . .

9. Use will be from...January 1 to_......December. 31 of each year.
Month and Day Month and Day

10. Use was permitted from January 1 to.......December 31 of each year,
Month and Day Month and Day

11. Description of proposed works. (Under the provisions of NRS 535.010 you may be required to submit plans and

specifications of your diversion or storage works.)....Dri11ed well and pump with_pipeline

State manner in which water is to be diverted, i.e. diversion structu-r‘e-, ditches,

pipes and flumes, or drilled well, otc.

12. Estimated cost of works...$50.000. . ..

13. Estimated time required to construct works..-.z.-..-\./.gfa.r.g ..........................................................................................
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14. Estimated time required to complete the application of water to beneficial use 10 years

15. Remarks: For use other than irrigation or stock watering, state number and type of units to be served or annual
consumptive use.

Permit 36101 (2.5 cfs, not to exceed 1800 AF/yr), Permit 36102 (2.5 cfs, not

to exceed 1800 AF/yr), and a portion of Permit 36103 (1.975 cfs, not to exceed
T4 T2 AF7yv) for service to a total of 1860 singTe family dwelling units
(not to exceed combined duty of 2083.1 AF/yr.) Please send copies of all

"""" covraspondence and noticesto Thomas A. Abdoo at ¥ 0. Box 1362, Gardnerville,

Nevada 89410 By.s/Bruce R. Scott
Bruce R. Scott, Resource Concepts, Inc.
Compared...RX/bm 11/bm 340 North Minnesota Street

Carson City, Nevada 89701
Protested. )

APPROVAL OF STATE ENGINEER

This is to certify that I have examined the foregoing application, and do hereby grant the same, subject to the
following limitations and conditions:

This permit to change the point of diversion and place of use of a portion of the
waters of an underground source as heretofore granted under Permit 36101 is issued
subject to the terms and conditions imposed in said Permit 36101 and with the under-
standing that no other rights on the source will be affected by the change proposed
herein. The well shall be equipped with a 2-inch opening and a totalizing meter
must be installed and maintained in the discharge pipeline near the point of diversion
and accurate measurements must be kept of water placed to beneficial use. The
totalizing meter must be installed before any use of the water begins or before the
proof of completion of work is filed. If the well is flowing, a valve must be
installed and maintained to prevent waste. This source is located within an area
designated by the State Engineer pursuant to NRS 534.030. The State retains the
right to regulate the use of the water herein granted at any and all times.

This Permit does not extend the permittee the right of ingress and egress on
public, private or corporate lands.

The total combined duty of water under Permits 48245, 48246, 48247, 48248,
48249, 48250, 48251, 48252, 48253 and 48254 shall not exceed 2,083.1 acre-feet per
year.

The issuance of this permit does not waive the requirements that the permit
holder obtain other permits from State, Federal, and local agencies.

The total number of dwelling units under Permits 48245, 48246, 43247, 48248,
48249, 48250, 48251, 48252, 48253 and 48254 shall be limited to 1,860.

(CONTINUED ON PAGE 2)

The amount of water to be changed shall be limited to the amount which can be applied to beneficial use, and not

10 eXCeEd. . oo eneneeas 0.921 cubic feet per second..» but not to_exceed 663.12

Work must be prosecuted with reasonable diligence and be completed on or before November 15, 1985

Proof of completion of work shall be filed before... . December 15, 1985
Application of water to beneficial use shall be made on or before.... November 15, 1986
Proof of the application of water to beneficial use shall be filed on or before December. 15, 1986
Map in support of proof of beneficial use shall be filed on or before December. 15,1986
Completion of work filed IN TESTIMONY WHEREOF, L PETER G. MORROS

State Engineer of Nevada, have hereunto set my hand and the seal of

22ND gy of... JANUARY

P Wl gt

Proof of beneficial use filed

my office, this
Cultural map filed

Certificate No Issued

&P 2407 (Rev. 6-81)

State Engineer
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(PERMITS TERMS CONTINUED)

At least three ground water monitoring wells are to be installed by per-
mittee within the place of use of Permits 48245, 48246, 48247, 48248, 48249,
48250, 48251, 48252, 48253 and 48254, at locations satisfactory to the State
Engineer, and before any diversion may be made of ground water from the produc-
tion wells. The monitoring wells must be suitably cased, perforated, sealed, and
capped and must penetrate at least 75 feet below the water table.




